
Easy up AWANA Stretch tent





Stretch  
the moment

Ready to enjoy your tent to the fullest? If your guests are already on their way, no problem, as you can set up an Easyflexx tent in no time. 

Don’t believe us? Follow the steps below! 

Stretch the moment! 

Using the following steps, you can set the tent up in the ‘Crooked corners’ layout. Do you prefer the ‘Sunny side up’ layout? 

If so, go to the end of the manual.

Step 1: Preparation is key

To begin with, check that all of the accessories are present. Be careful, not all parts are applicable to every setup. Depending on the setup, you 

may have spare parts.

WITH ALUMINIUM POLES
	• 4 side clamps (separate parts)

	• 4 corner clamps

	• 12 pegs

	• 12 tension straps

	• 5 pole feet

	• 1 pole cap

	• 15 x 110 cm aluminium poles

	• 1 x 50 cm aluminium poles

	• 11 connectors

WITH WOODEN POLES 
	• 4 side clamps (separate parts)

	• 4 corner clamps

	• 12 pegs

	• 12 tension straps

	• 1 wooden adaptor

	• 1 pole cap

TO BE PROVIDED YOURSELF:
	• Croocked Corners: 4 x 330 cm wooden poles (Ø 50 - 75 mm)

	• Polar Peak: 4 x 330 cm wooden poles (Ø 50 - 75 mm) 

and 1 x 380 cm wooden poles (Ø 75 - 100 mm)
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Step 2: Stretch it out

Ready? Set. Go! 

TIP: Lay the stretch tent on a tarpaulin to protect it against dirt on the inside.

Lay the stretch canvas open in the location where the tent is to be assembled. There 

are already 4 corner clamps attached to the corners of the stretch tent These may not 

be removed or replaced.

Step 3a: Aluminium poles

To assemble the side clamps, you need the following pieces: 2 triangles, 1 bolt, 2 

washers, 1 elongated nut and 1 grip. Place a side clamp in the centre of each side 

of the stretch cloth.
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Step 3b: wooden poles

Each pole to which corner or side clamps are attached must be pre-drilled. To do this, use a 16 mm drill bit and drill a 7 cm deep hole as centrally 

as possible.

All of the corner and side clamps have been developed for use with both aluminium poles and wooden poles as standard. For use with wooden 

poles, unscrew the plastic part. Inside this is an elongated bolt which you must re-tighten. This fits exactly in the 16 mm pre-drilled hole.  

Tension is applied using the grip containing the long bolt.

Create 2 x 270 cm poles by connecting 2 x 110 cm tubes and a 50 cm 

tube. Lay these poles by two opposite side clamps.

Create 2 x 330 cm poles by connecting 3 x 110 cm tubes. Lay these 

poles by the two other side clamps.
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If everything has been assembled correctly, the assembly will fit 

perfectly in the pre-drilled 16 mm hole (see step 5).

TIP: You should cover the screw thread of the corner and side clamps 

when storing the tent to prevent damage to the cloth. This can be done 

very easily using some duct tape.

Step 4: Firmly on the ground

TENSION STRAPS: Attach the tension straps supplied to the side clamps and the corner clamps on the cloth: make a loop at the end of the 

tension strap, thread the loop through the hole in the clamp and pull the strap through the loop. Two tension straps must be attached to each 

clamp which will be installed on top of a pole.

Place the pegs at around 2 m from the tent cloth.
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To secure the peg firmly, it is best to place it at an angle of 70° and hammer the 

peg into the ground in the direction of the tent. In the corners, where no poles 

are to be installed, the pegs may be placed approximately 1.5 m to 2 m from the 

stretch cloth.

When the pegs are anchored, attach the tensions straps loosely 

to the pegs. Insert 10-15 cm of the other end of every tension 

strap (that is already attached to a clamp) through the buckle. 

Please note: do not tighten the tension straps at this time. The 

tension straps may only be put under tension once the poles 

have been erected underneath the tent.

Step 5: Set it up (you're nearly there...)

Slide the clamps into the aluminium poles. Slide the clamps into the wooden poles.
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When all the poles are attached, raise them up one by one under the stretch tent and fit a pole foot to 

every aluminium pole. You may also tighten the tension straps slightly, but not yet to full tension.

Ready for take-off?

Step 6: feel the tension

Once all of the poles are upright, put the stretch canvas under the 

correct tension by tightening the tension straps further all round.

TIP: You can move the tension strap backwards and forwards 

by 5 cm or so for the perfect tension. So do not over-tighten the 

tension strap. Never use a ratchet for this.
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Let's get  
this party started

That’s it! The mood maker you were waiting for. THE perfect background for any party. Time 

for a selfie! Cool the aperitifs and wait for your guests to arrive. With an Easyflexx tent, 

your get-togethers will be the talk of the town! Time to get things started and stretch those  

Easy-up memories! 
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Chcete vyzkoušet jiné rozložení? V několika krocích můžete svůj stan 
AWANA Easy-up postavit ve zcela jiném uspořádání.

• Vezměte na vědomí, že toto uspořádání se doporučuje pouze za bezvětří...
 

• Postup:

» Nejprve postavte stan podle předchozího popisu, do standardního tvaru

» Spojením 3 trubek o délce 110 cm a jedné trubky o délce 50 cm vytvořte tyč o délce 380 cm, nebo použijte 
dřevěnou tyč o délce 380 cm.

» Na středovou tyč nasaďte krytku tyče a umístěte ji doprostřed pod látku (střechu).
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